Checking the parts
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Filker xP1 or %P2 or xP3

Bio-Chem®Zorh

* (Juick Disconnect Valve

e Flexible Tubing (2 each)

* Priming Funnel

Accessones Box

eontaining the following:

* Outlel Pipe

» Qutlet Pine Extension Toll

* (utlet Pipe Extension Smuall

* Jutflow Regulotor

* [nlet Pipe

& [nlet Pipe Cap

» Inlet Pipe 3" Extension (8 om)
4 each)

# Tnlet Strainer

= Pawer Jet Nozzle

» Suction Cups (4 each)

* Suction Cup Clamps {4 each)

® Flexible Tubing Clomps (4 eoch)




In the directions:

nlet” refers to water going
INTO the Filstar xP Filter,

' is water going OUT
xP Filter and
nto your aquarum,

&) To optimize the set-up options, your Rena P
Filstar Filter comes with two different Outlet
set-ups,

You can use either a Spray Bar or the Power Jet
Nozzle {page 9). The depth you want to place
the outlet system can be choosen by using the
part B ar the part C.

9 When assembling parts, push together until
you hear the "CLICK". For disconnect, simply
pull it

MNote: Parts that clip together con rotated os
needed for your set-up,

b Make sure the filter is a minimum of 24"

{60 cm) and 2 maximum of 55" (140 cm)
BELOW the water level of the aguarium. The
filter will need to sit on a tevel surface.

Y Take a look at your aquarium and decide where
you want to place the inlet and outlet pipes and
the Filstar Canister Power Filter,

¢ English

9 Make sure the hoses will be long encugh and
won't be stretched after installation.

() After you have decided which of the set-up

| option you will use, you can begin set-up and
installation.

For USA_ and Canada
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Other countries: ask to your shopkeeper




b This is the set-up that Hows water INTD the
filter,

@ You will want the Inlet Strainer (I) on the
Inlet Pipe (F) to be about 4" (10 cm) from the
gravel bed,

b Choose the number of H pieces according to
the depth of your aguarium.

F
¢ H
H
Min = 25 cm i
Max = 49 cm 'r
|

@ The Flexible Tubing {0) should be pushed on
the Intlet Pipe 2" {5 cm) and secured with a
Flexible Tubing Clamp (M).

Attach 2 each
Suction Cups Clamps
(L) with 2 each
Suction Cups (K) to
the Inlet Pipe so that
it can be secured in
the aquariam.




‘) The inlet connection on the filter is marked by
the drawing ['] and by the same colour of the
accessories one (light grey).

#) Mesure the flexible tubing (0) that is attached
to the Inlet assembly, doa mark with a pen.

Mate: It is very impartant NOT to cut the tubing
too short. If the tubing is cut foo short and creates
tension on the quick discormnect valve, the filter
muay leak. Additionally, leaving the tuling too long
may prevenl the filter from poming ond reduce
hardly the woterflow.

ﬁ Push the tube onto the water inlet of the
quick disconnet valve. This inlet connection on
the filter is marked by the drawing [j and by
the Lght grey color, Secure the Flexible Tubing
with a Flexible Tubing Clamp.
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